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安全にお使いいただくために必ずお読みください

設置について

 ● 主装置、電話機、モジュラージャックや電話配線、LAN
配線のそばに、水や液体の入った花びん、植木鉢、コッ
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設定を 
する前に

本商品を設定および運用する場合は、パソコン側で以下の準備が必要です。

パソコンの電源を入れる
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「基本設定」メニューでは、以下の項目を設定します。

基本設定
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WANインタフェース設定

接続｛PPP�
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アドレス変換設定
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ョ

静的NAT
静的NATを設定します。
WAN側の特定のIPアドレスを宛先とした通信を、LAN側の特定のローカルIPアドレスの端末に送信できます。
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VPN設定
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保　守保　守
バージョンアップなどの保守機能を実行します。ー ね僦ʘ
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ファームウェア更新
本商品は、定期的にサーバにアクセスして自動的に最新のファームウェアに更新します。また、手動でファームウェ
アの更新を行うこともできます。
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レポート表示

状態表示
本商品の現在の状態を表示することができます。
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統計ログ(主装置)
本商品の統計ログ(主装置)を表示することができます。
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ソフトウェアライセンスについて
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ソフトウェアライセンスについて

example, permission to use the GNU C Library in non-
free programs enables 
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2.  Redistributions in binary form must 
reproduce the above copyright notice, 
this list of conditions and the following 
disclaimer in the documentation and/
or other materials provided with the 
distribution.

3.  The name "PHP" must not be used to 
endorse or promote products derived 
from this software without prior written 
permission. For written permission, 
please contact group@php.net.

4.  Products derived from this software 
may not be called "PHP", nor may 
"PHP" appear in their name, without 
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